Test Laboratory: UL CCS SAR Lab C Date: 8/16/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.37 mho/m; ¢, = 39.879; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: SAM; Type: QDO00P40CD; Serial: 1632

LHS/Touch_GMSK_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.307 mW/g

LHS/Touch_GMSK ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 14.944 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 0.4160

SAR(1 g) = 0.286 mW/g; SAR(10 g) = 0.181 mW/g

Maximum value of SAR (measured) = 0.343 mW/g

db

— -2.00

-4.00

-6.00

-8.00

-10.00

0dB =0.340mW/g = -9.37 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/16/2012

GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018

LHS/Touch_GMSK ch 661/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 0.294 mW/g
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Test Laboratory: UL CCS SAR Lab C Date: 8/16/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0°C; Liquid Temperature:; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.37 mho/m; ¢, = 39.879; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: SAM; Type: QDO00P40CD; Serial: 1632

LHS/Tilt_ GMSK_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.148 mW/g

LHS/Tilt. GMSK _ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.630 V/m; Power Drift = 0.10 dB

Peak SAR (extrapolated) = 0.2220

SAR(1 g) = 0.141 mW/g; SAR(10 g) = 0.081 mW/g

Maximum value of SAR (measured) = 0.177 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =0.180mW/g =-14.89 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/16/2012

GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0°C; Liquid Temperature:; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.37 mho/m; ¢, = 39.879; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: SAM; Type: QD0O00P40CD; Serial: 1632

RHS/Touch_GMSK ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.180 mW/g

RHS/Touch_GMSK_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 11.599 V/m; Power Drift = 0.00083 dB

Peak SAR (extrapolated) = 0.2260

SAR(1 g) = 0.154 mW/g; SAR(10 g) = 0.099 mW/g

Maximum value of SAR (measured) = 0.185 mW/g

RHS/Touch_GMSK_ ch 661/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 11.599 V/m; Power Drift = 0.00083 dB

Peak SAR (extrapolated) = 0.2020

SAR(1 g) = 0.135 mW/g; SAR(10 g) = 0.087 mW/g

Maximum value of SAR (measured) = 0.166 mW/g

dB

—-1.60

-3.20

-4.80

-6.40

-8.00

0 dB = 0.170mW/g = -15.39 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/16/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0°C; Liquid Temperature:; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.37 mho/m; ¢, = 39.879; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: SAM; Type: QDO00P40CD; Serial: 1632

RHS/Tilt_ GMSK_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.143 mW/g

RHS/Tilt._ GMSK_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.351 V/m; Power Drift = 0.12 dB

Peak SAR (extrapolated) = 0.2260

SAR(1 g) = 0.139 mW/g; SAR(10 g) = 0.080 mW/g

Maximum value of SAR (measured) = 0.180 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =0.180mW/g =-14.89 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/23/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.371 mho/m; €, = 41.057; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: SAM; Type: QD0O00P40CD; Serial: 1632

LHS/Touch_GPRS 2 slot_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.370 mW/g

LHS/Touch_GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 16.434 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 0.4630

SAR(1 g) = 0.308 mW/g; SAR(10 g) = 0.193 mW/g

Maximum value of SAR (measured) = 0.365 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =0.370mW/g = -8.64 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/23/2012

GSM1900
Frequency: 1880 MHz; Duty Cycle: 1:4.00037

LHS/Touch_GPRS 2 slot_ch 661/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 0.355 mW/g
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Test Laboratory: UL CCS SAR Lab C Date: 8/23/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature:; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.371 mho/m; €, = 41.057; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: SAM; Type: QDO00P40CD; Serial: 1632

LHS/Tilt_GPRS 2 slot_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.149 mW/g

LHS/Tilt_ GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 10.614 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 0.2510

SAR(1 g) = 0.155 mW/g; SAR(10 g) = 0.089 mW/g

Maximum value of SAR (measured) = 0.197 mW/g

db

— -2.00

-4.00

-6.00

-8.00

-10.00
308 0 dB = 0.200mW/g = -13.98 dB mW/g




Test Laboratory: UL CCS SAR Lab C Date: 8/23/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.371 mho/m; €, = 41.057; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: SAM; Type: QD0O00P40CD; Serial: 1632

RHS/Touch_GPRS 2 slot_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.267 mW/g

RHS/Touch_GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 14.309 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 0.3460

SAR(1 g) = 0.237 mW/g; SAR(10 g) = 0.153 mW/g

Maximum value of SAR (measured) = 0.288 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0 dB =0.290mW/g =-10.75 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/23/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.371 mho/m; €, = 41.057; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: SAM; Type: QDO00P40CD; Serial: 1632

RHS/Tilt_GPRS 2 slot_ch 661/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.198 mW/g

RHS/Tilt_GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 12.172 V/m; Power Drift = 0.006 dB

Peak SAR (extrapolated) = 0.2540

SAR(1 g) =0.161 mW/g; SAR(10 g) = 0.093 mW/g

Maximum value of SAR (measured) = 0.204 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0 dB = 0.200mW/g =-13.98 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1850.2 MHz; Duty Cycle: 1:8.00018;  Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C
Medium parameters used (interpolated): f = 1850.2 MHz; 6 = 1.493 mho/m; €, = 53.336; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Rear/GSM Voice _ch 512/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.639 mW/g

Rear/GSM Voice_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.230 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 0.9690

SAR(1 g) = 0.551 mW/g; SAR(10 g) = 0.300 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.746 mW/g

dB

-2.00

-4.00

-6.00

-8.00

-10.00

0 dB = 0.750mW/g = -2.50 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; €, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Rear/GSM Voice _ch 661/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.927 mW/g

Rear/GSM Voice _ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.815 V/m; Power Drift = 0.13 dB

Peak SAR (extrapolated) = 1.4120

SAR(1 g) = 0.796 mW/g; SAR(10 g) = 0.410 mW/g

Maximum value of SAR (measured) = 1.089 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =1.090mW/g =0.75 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018;  Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C
Medium parameters used: f = 1910 MHz; o = 1.558 mho/m; €, = 53.077; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Rear/GSM Voice _ch 810/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.323 mW/g

Rear/GSM Voice _ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.221 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 2.0870

SAR(1 g) = 1.13 mW/g; SAR(10 g) = 0.564 mW/g

Maximum value of SAR (measured) = 1.569 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =1.570mW/g = 3.92 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012

GSM1900

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018

Rear/GSM Voice ch 810/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 1.312 mW/g
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Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018;  Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C
Medium parameters used: f = 1910 MHz; o = 1.558 mho/m; €, = 53.077; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Rear/GSM Voice_ch 810 w/Headset/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.027 mW/g

Rear/GSM Voice ch 810 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 25.882 V/m; Power Drift = 0.11 dB

Peak SAR (extrapolated) = 2.0300

SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.539 mW/g

Maximum value of SAR (measured) = 1.488 mW/g

db

— -2.00

-4.00

-6.00

-8.00

-10.00

0dB =1.490mW/g = 3.46 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; €, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Front/GSM Voice_ch 661/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.492 mW/g

Front/GSM Voice_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.169 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 0.6960

SAR(1 g) = 0.400 mW/g; SAR(10 g) = 0.217 mW/g

Maximum value of SAR (measured) = 0.530 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0 dB = 0.530mW/g = -5.51 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1850.2 MHz; Duty Cycle: 1:4.00037;  Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C
Medium parameters used (interpolated): f = 1850.2 MHz; o = 1.493 mho/m; ¢, = 53.336; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Rear/GPRS 2 slot_ch 512/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.701 mW/g

Rear/GPRS 2 slot_ch 512/Zoom Scan (5x5x7)/Cube 0O: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.545 VV/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 1.0350

SAR(1 g) = 0.574 mW/g; SAR(10 g) = 0.317 mW/g

Maximum value of SAR (measured) = 0.775 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =0.770mW/g = -2.27 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; ¢, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Rear/GPRS 2 slot_ch 661/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.963 mW/g

Rear/GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.486 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 1.5690

SAR(1 g) = 0.858 mW/g; SAR(10 g) = 0.439 mW/g

Maximum value of SAR (measured) = 1.116 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =1.120mW/g =0.98 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1909.8 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C
Medium parameters used: f = 1910 MHz; o = 1.558 mho/m; €, = 53.077; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO01BB; Serial: 1099

Rear/GPRS 2 slot_ch 810/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.272 mW/g

Rear/GPRS 2 slot_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.807 V/m; Power Drift = 0.17 dB

Peak SAR (extrapolated) = 2.2080

SAR(1 g) = 1.18 mW/g; SAR(10 g) = 0.575 mW/g

Maximum value of SAR (measured) = 1.522 mW/g

dB

-3.75

-7.50

-11.26

-15.M

-18.76

0dB =1.520mW/g = 3.64 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012

GSM1900
Frequency: 1909.8 MHz; Duty Cycle: 1:4.00037

Rear/GPRS 2 slot_ch 810/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 1.340 mW/g
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Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; ¢, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm
(Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Front/GPRS 2 slot_ch 661/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.580 mW/g

Front/GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.375 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 0.7930

SAR(1 g) = 0.454 mW/g; SAR(10 g) = 0.247 mW/g

Maximum value of SAR (measured) = 0.601 mW/g

dB

-2.00

-4.00

-6.00

-8.00

-10.00

0 dB = 0.600mW/g = -4.44 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/18/2012

GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; €, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Edge 2/GPRS 2 slot_ch 661/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.069 mW/g

Edge 2/GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 6.684 VV/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 0.0960

SAR(1 g) = 0.062 mW/g; SAR(10 g) = 0.037 mW/g

Maximum value of SAR (measured) = 0.077 mW/g

Edge 2/GPRS 2 slot_ch 661/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 6.684 VV/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 0.0870

SAR(1 g) = 0.056 mW/g; SAR(10 g) = 0.036 mW/g

Maximum value of SAR (measured) = 0.068 mW/g

dB

—-1.00

-2.00

-3.00

-4.00

-h.00

0dB =0.070mW/g = -23.10 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/17/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; €, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Edge 3/GPRS 2 slot_ch 661/Area Scan (8x9x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.414 mW/g

Edge 3/GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 16.648 V/m; Power Drift = -0.11 dB

Peak SAR (extrapolated) = 0.6910

SAR(1 g) = 0.399 mW/g; SAR(10 g) = 0.209 mW/g

Maximum value of SAR (measured) = 0.527 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0 dB = 0.530mW/g =-5.51 dB mW/g



Test Laboratory: UL CCS SAR Lab C Date: 8/18/2012
GSM1900

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0°C; Liquid Temperature; 23.0°C
Medium parameters used: f = 1880 MHz; o = 1.522 mho/m; €, = 53.259; p = 1000 kg/m3

DASY5 Configuration:

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012

- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVAO001BB; Serial: 1099

Edge 4/GPRS 2 slot_ch 661/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.242 mW/g

Edge 4/GPRS 2 slot_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 12.682 V/m; Power Drift = -0.17 dB

Peak SAR (extrapolated) = 0.3440

SAR(1 g) = 0.210 mW/g; SAR(10 g) = 0.122 mW/g

Maximum value of SAR (measured) = 0.267 mW/g

dB

—-2.00

-4.00

-6.00

-8.00

-10.00

0dB =0.270mW/g =-11.37 dB mW/g



